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The Double Barrel BW series from IWP offers 
effective scale and exceptional chemical re-
duction without salt. Ideal for those who 
prefer a “Salt Free” alternative to traditional 
water softening and the highest performing 

chemical reduction system. The addi-
tion of a backwashing valve virtually 
eliminates the problems associated 
with non backwashing carbon tanks. 
No slippery feeling and great tasting 
water at every tap! The “Double Bar-
rel BW” by IWP includes the intercon-
nector and bypasses for a quick and 
professional installation. Available with 
plumbing connections from ¾” to 
1½”. Tank jackets, various plumbing 
connections and many more options 
available. Contact your IWP associate 
for more details.  

Double Barrel BW 
Backwashing Carbon and Anti-
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Item # Valve GAC  
ft³ 

SR 
Media 

Mineral 
Tanks 

DBZ-581SM-0948 5810SXT 1 4 9”x48” 

DBZ-581SM-1054 5810SXT 1.5 4.5 10”x54” 

DBZ-581SM-1235 5810SXT 1.5 4.5 12”x35” 

DBZ-581SM-1252 5810SXT 2 6.5 12”x52” 

DBZ-581SM-1354 5810SXT 2.5 7.5 13”x54” 

DBZ-581SM-1652 5810SXT 3 12.5 16”x52” 

DBZ-10SC-0948 CK10 1 4 9”x48” 

DBZ-10SC-1054 CK10 1.5 4.5 10”x54” 

≈Service/
Peak GPM 

2-5/10 

2-6/12 

2-6/12 

3-8/14 

4-10/16 

4-10/20 

2-5/10 

2-6/12 

DBZ-10SC-1235 CK10 1.5 4.5 12”x35” 2-6/12 

DBZ-10SC-1252 CK10 2 6.5 12”x52” 3-8/14 

DBZ-10SC-1354 CK10 2.5 7.5 13”x54” 4-10/16 

DBZ-10SC-1652 CK10 3 12.5 16”x52” 4-10/20 
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Upflow/Upflow systems pass water through an expanding, partially fluidized GAC media bed. As water demand increases, media expansion, con-

tact time and contaminant removal decreases. The service flow will lift the smallest and lightest media fines to the top of the tank and out to the 

application plumbing system. A typical top screen may alleviate this for a period, but ultimately the fines break down enough to pass through the 

slots of the screen. Mitigation options include lessening the media content to about half the tank volume, limiting service rate with a flow control 

and installing an effluent sediment cartridge to capture exiting fines. These methods cannot overcome the lost contact time in the partially fluid-

ized media bed. Sprinting through a sprinkler leaves you mostly dry, but swimming through a pool soaks you to the bone. The same is true with 

GAC as decreased contact time produces insufficient performance. Downflow/Upflow systems will benefit from an inlet sediment filter and may 

require periodic manual upflow purging especially in applications where the incoming water contains sediment. Downflow carbon systems with 

intermittent manual backwashing is the preferred option but does require that the system be maintained and that the water supply be relatively 

free of sediment. Our systems include a purge kit that is ideal for this procedure! 

Upflow/Upflow                          Downflow/Upflow                         

The Double Barrel series from IWP offers effective scale and chemical reduction without 
salt, electricity, or regenerant water. Ideal for those who prefer a “Salt Free” alternative 
to traditional water softening. No slippery feeling and great tasting water at every tap! 
The “Double Barrel” by IWP includes the interconnector, bypasses, a purge kit and Ban 
T. Available in Upflow/Upflow and Downflow/Upflow configurations.  

Shown with op�onal pressure gauge. 

Purge kit and 

Ban T included! 
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Scale and Chemical Reduction 

Double Barrel

Item # GAC  
ft³ 

SR 
Media 

Mineral 
Tanks 

≈Service/
Peak GPM 

DBX-11-0948 1 3 9”x48” 2-6/10 

DBX-11-1054 1.5 4 10”x54” 3-8/12 

DBX-11-1252 2 5 12”x52” 4-10/14 

DBX-11-1354 2.5 6 13”x54” 4-12/16 

DBX-11-1465 3 8 14”x65” 5-12/18 

DBX-11-1652 3 8 16”x52” 5-15/19 

DBX-11-1665 4 10 16”x65” 6-18/20 

Item # GAC  
ft³ 

SR 
Media 

Mineral 
Tanks 

≈Service/
Peak GPM 

DB-11-0948 .75 3 9”x48” 2-5/10 

DB-11-1054 1.0 4 10”x54” 2-6/12 

DB-11-1252 1.5 5 12”x52” 3-8/14 

DB-11-1354 2.0 6 13”x54” 4-10/16 

DB-11-1465 2.5 8 14”x65” 4-12/18 

DB-11-1652 2.5 8 16”x52” 5-12/19 

DB-11-1665 3.0 10 16”x65” 5-15/20 


